
1/13

Denna produkt är anpassad till branschregler 
Säker Vatteninstallation. 
Leverantören garanterar produktens funktion 
om branschreglerna och monteringsanvisningen 
följs.
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50°C 10°C

Dismount - Freezing pointUse - Temperature

<0°C

Installation - Clean the pipes

Max 1000 kPa (10 bar)
Min 50 kPa

Installation - Mounting

Max 25°C
Min 5°C

Max 80°C
Min 50°C

+ SOAP

Warning

Warning

Don´t use cleaning-agents 
unsuitable for aluminium

Warning Klorin
Chlorine (ClNaO)

Warning

Maintenance
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Installation/Service
Temp adjustment
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+

Installation/Service. 
Limit temperature (Max hot)

2010-09

3 4

21
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Installation/Service
Temp adjustment
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Service - 150 c-c
Cleaning filter 

Service - 160 c-c
Cleaning filter 
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Service - 160 c-c 
Replacing the filter/
Check valve

Service - 150 c-c 
Replacing the filter/
Check valve
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Off

On

2,5mm

2,5mm

3mm

SAVE!
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2,5mm
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65

43
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Off
2,5mm

3mm

SAVE!
17mm
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2010-09

1 812 67 88

3
4 861 26 54

861 26 90

5 861 26 62
6 861 26 59
7 861 27 51
8 812 69 89

10 818 73 31
11 824 21 96
12 861 27 54

RSK

GB41638281 01

GB41638283 01
GB41632698 02
GB41635633 02
GB41635633 10
GB41636460 01
GB41638287 01

GB41637410
GB41637387 01
GB41637416

Article no
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2010-09

4 65

9
10 mm

10

2,5 mm
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2,5 mm

4 65

9

2,5 mm
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7

2,5 mm10mm

3 mm

10 mm11
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4 65

9

2,5 mm

2
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7

2,5 mm

10 mm10

2
3
4 861 26 54

861 26 90
861 27 24

861 26 77

5 861 26 62
6 861 26 59
7 861 27 51

9
10 818 73 31
11 824 21 96
12 861 27 54

RSK

GB41636465 01
GB41638283 01
GB41632698 02
GB41635633 02
GB41635633 10
GB41636460 01

GB41638334 01
GB41637410
GB41637387 01
GB41637416
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A

B

C

Lithuania
Oy Gustavsberg Ab Filialas 
Algirdo 75
LT-03209 Vilnius 
Tel +370 (5) 246 08 10
Faksas +370 (5) 269 16 20
infolt@gustavsberg.com

Sweden
Villeroy & Boch Gustavsberg AB
Box 400
134 29 Gustavsberg
Phone +46 8 570 391 00
Fax +46 8 570 320 36
info@gustavsberg.com

Denmark
Villeroy & Boch Danmark A/S
Vallensbækvej 26-28
2605 Brøndby
Tlf + 45 36 70 80 55
Fax + 45 36 72 08 05
info@gustavsberg.dk

Norway
Villeroy & Boch Norge AS
Postboks 13
1471 Lørenskog
Tlf. + 47 67 97 82 50
Faks +47 67 97 16 57
info@gustavsberg.no

Suomi/Finland
Oy Gustavsberg Ab
Laippatie 14 b
00880 Helsinki
Puh 09-32 91 88 11
Fax 09-32 91 88 50
myynti@gustavsberg.com

Estonia
Oy Gustavsberg AB Eesti Filiaal 
Faehlmanni 6 
10125 Tallinn 
Phone +372 646 03 12
Fax +372 646 0313
info@gustavsberg.ee

Latvia
Oy Gustavsberg Ab parstavniecibas 
Krasta iela 68 A
LV-1019 Riga
Phone +371 272 455 11
Fax +371 272 455 19
info.latvia@gustavsberg.com

www.gustavsberg.com

127287 Москва 
ул. 2-ая Хуторская д. 38А\913 
Тел.:   + 7 495 609 6560 
Факс: + 7 495 609 6632 
info.russia@gustavsberg.com

www.gustavsberg.com

Drift & skötsel
Drift og vedligeholdelse
Drift og vedlikehold
Asennus-, käyttö- ja hoito-ohjeet
Assembly and maintenance
Paigaldamine & hooldamine
Montaza un kopsana
Montavimas ir prieziura
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